Product data sheet

Characteristics

TM171EP14R

Modicon M171 Performance expansion 14 1/Os

Complementary

Main

Range of product

Product or component
type

Modicon M171/M172
Additional I/O module

Product specific
application

HVAC and pumping solution

Total inputs/outputs

Discrete input number

14
4

Discrete output number

1 for relay outputs SPDT with independent common
3 for relay outputs SPST with same common

Discrete output current

3 A for relay

Analogue input number

4 configurable by pair

Analogue output
number

2 voltage, range: 0...10 V

Number of port

1 CAN port - screw terminal block

Input/output number

2 analog output(s)
4 digital output(s)
4 analog input(s)
4 digital input(s)

Discrete input logic

Sink or source (positive/negative)

Discrete input voltage 24V AC/DC
Discrete input current 2.5mA
Input impedance 20 kOhm

Analogue input type

Voltage 0...5 V (ratiometric)

Current 4...20 mA
Voltage 0...10 V

NTC temperature probe - 50...110 °C - resolution: 0.1 °C
NTC temperature probe - 40...137 °C - resolution: 0.1 °C (extended)
PTC temperature probe - 50...150 °C - resolution: 0.1 °C

Sensor power supply

[Us] rated supply voltage

12V DC at 85 mA
24V

Packing Units

Unit Type of Package 1 PCE
Number of Units in Package 1 1
Package 1 Weight 247.09
Package 1 Height 13.0cm
Package 1 width 9.1cm
Package 1 Length 19.0 cm
Unit Type of Package 2 S02
Number of Units in Package 2 6
Package 2 Weight 1.789 kg
Package 2 Height 15.0 cm
Package 2 width 30.0cm
Package 2 Length 40.0 cm
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The information provided in this documentation contains general descriptions and/or technical characteristics of the performance of the products contained herein.

This documentation is not intended as a substitute for and is not to be used for determining suitabil

reliability of these products for specific user applications.

It is the duty of any such user or integrator to perform the appropriate and complete risk analysis, evaluation and testing of the products with respect to the relevant specific application or use thereof.

Neither Schneider Electric Industries SAS nor any of its affiliates or subsidiaries shall be responsible or liable for misuse of the information contained herein.


http://www.schneider-electric.co.uk/en/work/support/green-premium/check-product.jsp

Offer Sustainability

Sustainable offer status Green Premium product
REACh Regulation 7
REACH free of SVHC Yes

EU RoHS Directive Pro-active compliance (Product out of EU RoHS legal scope) e

Mercury free Yes
RoHS exemption information 7
China RoHS Regulation 7
Environmental Disclosure 7]
Circularity Profile 7
WEEE The product must be disposed on European Union markets following specific

waste collection and never end up in rubbish bins

Contractual warranty

Warranty 18 months
2 Lifels On Sclénﬁi[c!ﬁf


https://download.schneider-electric.com/files?p_enDocType=Product+environmental&p_Doc_Ref=ENVPEP1710004EN
https://download.schneider-electric.com/files?p_enDocType=End+of+life+manual&p_Doc_Ref=ENVEOLI1710004EN
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Dimensions Drawings

Dimensions
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Product data sheet
Mounting and Clearance

TM171EP14R

Mounting and Clearance

Clearance
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Product data sheet TM171EP14R

Connections and Schema

Power Supply

=24V

(1) Type T fuse 1.25 A

6 - 10 DipSwitches

il 8987654321 6 543 21
(1) 2)
(1) 10 DIP SWITCH
(2) 6 DIP SWITCH
Digital Outputs
10 4 3A

N° Pin -out

1 DO1-N.O.

COMMON DO1

DO1-N.C.

DO2-N.O.

DO3-N.O.

DO4-N.O.

N[fo|loa]| ] WO]IDN

Common DO2, DO3,D04

N.C.: Normally Closed
N.O.: Normally Open

Lifels®n | Schneider
PElectric



Low Voltage 1/0

=24V
E-:T— | G |AI1|AI2|N3|M|+?V|+§V| G |A01IF|04 o |D|2|D|3|Du|c‘.ﬂ|m|
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=5\ 20 mA
=24\ 50 mA

(1) Power Supply
(2) Analog Input
(3) Power Out

(4) Analog Output
(5) Digital Input

Expansion Bus (CAN)

(1) CAN

4 DipSwitches

4.3 21
1

(1) LOW Address

((((((



