Product data sheet

Characteristics

170ADI74050

discrete input module Modicon Momentum - 16

Input 200..240 V AC

Complementary

Main

Range of product

Modicon Momentum automation platform

Product or component
type

Discrete inputs base AC

Group of channels

2 groups of 8 inputs

Discrete input number

Discrete input voltage

16 conforming to IEC 1131-2 Type 2

230 VAC

Protective treatment

TC

Discrete input logic Positive

Input voltage limits 164...253 V

Network frequency 47...63 Hz

Voltage range 163...253 V

Voltage state 0 guaranteed <=40V

Voltage state 1 guaranteed >=164 V

Current state 0 guaranteed <=2mA

Current state 1 guaranteed >=10 mA

Input resistance 7.5 KOhm 60 Hz
9 kOhm 50 Hz

Response time

13.3 ms 60 Hz from state 0 to state 1
13.3 ms 60 Hz from state 1 to state 0

Isolation between group 1780 V AC

Isolation between channels and bus 1780 V AC

Terminals description PLC n°1 (8)IN_DIS#8
(7)IN_DIS#7
(5)IN_DIS#5

(16)IN_DIS#16
(12)IN_DIS#12
(2)IN_DIS#2
(14)IN_DIS#14
(15)IN_DIS#15
(NPW
(11)IN_DIS#11
(4)IN_DIS#4
(9)IN_DIS#9
(L1)PW
(3)IN_DIS#3
(6)IN_DIS#6
B
(13)IN_DIS#13
(1)IN_DIS#1
(10)IN_DIS#10

Marking

CE

Local signalling

16 LEDs for channel status

Current consumption

<=125mAat230 VAC

Depth 47.5 mm
Height 141.5 mm
Width 125 mm
Net weight 0.284 kg
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The information provided in this documentation contains general descriptions and/or technical characteristics of the performance of the products contained herein.

This documentation is not intended as a substitute for and is not to be used for determining suitabil

reliability of these products for specific user applications.

It is the duty of any such user or integrator to perform the appropriate and complete risk analysis, evaluation and testing of the products with respect to the relevant specific application or use thereof.

Neither Schneider Electric Industries SAS nor any of its affiliates or subsidiaries shall be responsible or liable for misuse of the information contained herein.


http://www.schneider-electric.co.uk/en/work/support/green-premium/check-product.jsp

Environment

Product certifications CSA
UL
Resistance to electrostatic discharge 4 KV contact conforming to IEC 801-2
8 kV on air conforming to IEC 801-2
Resistance to electromagnetic fields 10 V/m 80...1000 MHz conforming to IEC 801-3
Ambient air temperature for operation 0...60 °C
Ambient air temperature for storage -40...85 °C
Relative humidity 95 % without condensation
Operating altitude <=5000 m

Packing Units

Unit Type of Package 1 PCE
Number of Units in Package 1 1
Package 1 Weight 465.0 g
Package 1 Height 9.0 cm
Package 1 width 18.0 cm
Package 1 Length 26.0 cm
Unit Type of Package 2 S03
Number of Units in Package 2 6
Package 2 Weight 2.79 kg
Package 2 Height 30.0 cm
Package 2 width 30.0 cm
Package 2 Length 40.0 cm

Offer Sustainability

Sustainable offer status Green Premium product

REACh Regulation 7y

EU RoHS Directive Pro-active compliance (Product out of EU RoHS legal scope) e

Mercury free Yes
RoHS exemption information 7]
China RoHS Regulation iy
Environmental Disclosure &7
Circularity Profile 7
WEEE The product must be disposed on European Union markets following specific

waste collection and never end up in rubbish bins

Contractual warranty

Warranty 18 months
2 Lifels On Sclénﬁi[c!ﬁf


https://download.schneider-electric.com/files?p_enDocType=Product+environmental&p_Doc_Ref=ENVPEP1403005EN
https://download.schneider-electric.com/files?p_enDocType=End+of+life+manual&p_Doc_Ref=ENVEOLI1403005EN
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Dimensions Drawings

Standard Adapter on a Discrete VAC Base
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Product data sheet
Mounting and Clearance

170ADI74050

Mounting on a Wall
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Connections and Schema

External Wiring Diagrams

2-Wire Devices
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